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VV3HBCDP e Tic-Tac Storage

PRODUCT PRICE  SIZE/ INCHES WEIGHT VoL o Efficient, mobile storage
CODE HP H D W LBS FT® keeps office materials orga-
VV3HBCDP 1413 48 17 48 52 18.8 nized. Add-on top is set at
a convenient standing worksurface height - the perfect spot for impromptu
meetings.
o Tic-Tac 3x3 is a mobile business grade storage unit with painted top and 3 metal
doors.

o Storage case is charcoal melamine.
o Assembled with aluminum extrusions in tungsten.

e Top finish is 1” painted MDF.

o Interior storage has 9, 12”x 12” cubicles, 15.5” deep.
o 3 metal doors, non-locking, standard in tungste;

ipped separately.

VV3HBC e Tic-

o Efficient, mobile storage
i keeps office materials

17 40 organized. 8 individual

storage compartments are accessible from both sides - making the

unit versatile storage and shared space divider.

o Tic-Tac 3x3 is a mobile business grade storage unit.

e Storage case is charcoal melamine.

e Assembled with aluminum extrusions in tungsten.

o Interior storage has 9, 12”x 12” cubicles, 15.5” deep.

o Standard with 4 locking casters and 1 center caster in black only.

e Back panel included at bottom middle cubicle.

VV3HBCP ¢ Tic-Tac Storage

PRODUCT PRICE  SIZE/ INCHES WEIGHT VOL « Efficient, mobile storage
CODE HP H D W LBS FT® keeps office materials
VV3HBCP 1199 48 17 48 52 18.8 organized. Add-on top is

set at a convenient standing worksurface height - the perfect spot for

impromptu meetings.
 Tic-Tac 3x3 is a mobile business (¢ painted top.
o Storage case is cha e

in black only.

ed, painted top and bracket shipped separately.

SIZE/ INCHES WEIGHT VoL » The Toto mobile pedestal

H D W LBS FTI® supports work mobil-

25 24 18 60 5.91 ity and multi-shift work
forces. The sliding top reveals a storage compartment large enough
to accommodate a lap top computer as well as doubling as an ad-
ditional worksurface. Toto fits below the lowest height of Viceversa
tables.

 Toto is a mobile pedestal tucked under the worksurface or pull out and
used as an additional worksurface.

o Storage case is charcoal melamine.

e Assembled with aluminum extrusions in tungsten.

o Sliding top finish is 3/4” painted MDF. Top is non-handed and slide in both
directions.

* Lock included.

¢ Handle is molded plastic in Charcoal only.

o Standard with 4 locking casters in black only.

© The bottom file drawer hold letter, legal and A4 metric suspended file
folders.

 Load limit on the sliding top is 30 Ibs.
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VVSPIKEP ¢ Spike
PRODUCT PRICE  SIZE/ INCHES WEIGHT VoL  The Spike mobile pedestal supports
CODE HP H D W LBS FT® work mobility and multi-shift work
VVSPIKEP 673 25 18 24 49 7 forces. Spike fits below the lowest height

of Viceversa tables.

* Spike can be used as a mobile unit or
storage pedestal tucked under the work-
surface.

o Storage case is charcoal melamine.

e Assembled with aluminum extrusions in

3/4” painted MDF.
ocking casters in black

er at bottom and open

ompartment below the top.

* The bottom file drawer hold letter, legal
and A4 metric suspended file folders.

SIZE/ INCHES WEIGHT VoL e The Binder Shelf conveniently stores

HP H D W LBS FI® binders off the worksurface.

643 12 12 36 33 6 ¢ 12” formed steel binder bin holds 10 - 3
1/2” binders or 18 - 2” binders.

e Made from heavy duty 12 gauge steel.

o Shelf is 5 1/4” above the worksurface.

e Clamp accessory to Viceversa worksurface with
an Allen Key.

¢ Includes all connecting hardware.

e Accepts hanging file folder (VZWFOLDER) on
the back of the binder bin.

VVPP ¢« Pong Panel

PRODUCT PRICE  SIZE/ INCHES
CODE HP H D W
VVPP48 513 35 4

VVPP60

578 . i
VVPP72
Panel C i Puan be used on any table that
i i of 48”, 60” or 72”. Dogbone table takes 60”
an
er coated steel panel is 1 1/8” thick.
 Top of panel is 16 1/4” above the worksurface and extends 18 3/4” below

the worksurface.
* Holes in panel are 1 1/2” in diameter to g
tion wires to pass through gass

most electrical and communica-

hllow computer, communica-
to the worksurface.

prior to attaching panel.
gicluded.
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VVDIFSM e M e Fa
DUC WEIGHT VoL e Architectural elements add functionality
CODE D w LBS FI3 and can be used to define space. Mobhile
F 48 14 4.9 fabric screens add flexibility to individual
workstations. While stationary, they cre-
ate semi-permanent territories.

e Mobile Fabric Screens can be used to define
workspace either on their own or grouped
together to form semi-permanent privacy
walls.

e Powder coated tubular steel panel is 1 1/8”
thick.

e Fabric is a semi-transparent polyester mesh.

e Includes 3 locking black casters.
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